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TR-EZ2-N CONFIGURATION PACKAGES 
 

Overview: The TR-EZ2-N is a compact 2.4 GHz 802.11b/g/n compliant unit that is 
software configurable to be an access point (AP), customer premise equipment (CPE) or 
two units can be configured as a high performance point-to-point link.  The unit is 
capable of 150 Mbps air link speed and provides very low power draw of less than 2.5 
Watts.  This makes it an excellent choice for solar, wind and other alternative power 
applications.  Please see the TR-EZ2-N datasheet for complete product specs. 
 
Configuration packages: Tranzeo can provide a wide array of antenna options for the 
TR-EZ2-N to meet virtually any application need.  Options include panel, sector, omni 
and high gain point-to-point antennas. To facilitate ordering, we have put together 3 
antenna packages that are bundled with the TR-EZ2-N.  These include a 15 dBi panel, a 
19 dBi panel and a 7.25 dBi high quality omni antenna.  You will find examples of these 
antenna configurations below. 
 
Mounting Options:  The TR-EZ2-N can easily be pole mounted for use with an omni 
antenna. There is also an optional wall mount kit available for installations where it is 
warranted.  When mounting to the panel or sector antennas, the TR-EZ2-N will mount to 
the antenna and the antenna will mount to the mast or pole.  This ensures adequate 
wind loading and weather support.    

 
TR-EZ2-N with wall mount kit TR-EZ2-WM 

Optional wall mount and clamp 

 
 

http://www.tranzeo.com/
mailto:sales@tranzeo.com


 

 

 

Tranzeo Wireless Technologies Inc 

19473 Fraser Way, Pitt Meadows, BC, Canada, V3Y2V4 

www.tranzeo.com | sales@tranzeo.com  

P: 604.460.6002 F: 604.460.6005 
 

 

TR-EZ2N-15 and TR-EZ2N-19 
(15 and 19 dBi panel antenna options) 

Package contains TR-EZ2-N, slim line antenna, bracket, PoE and connector 
 

 
 

TR-EZ2-N Omni Package 
Package includes TR-EZ2N, PoE, high quality 7.25 dBi omni antenna and 

connector 
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